
©Jabil Inc. 2023. All Rights Reserved. Confidential and Proprietary. Jabil_PA4535CF_Filament_TDS_030623

PA 4535 CF Filament
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available on the market, delivering increased strength and stiffness.

Typical applications for PA 4535 CF are aluminum replacement parts, housings 
that require tight printing dimensional tolerances, clips, brackets, retainers, covers, 
kp"cffkvkqp"vq"lkiu."Ὄzvwtgu."cpf"vqqnkpi0

ADVANTAGES

PA 4535 CF has the highest carbon fiber loading available in the industry, 
providing 40% improvement in tensile strength, impact strength, Z strength 
and elongation at break, with the added benefit of being ESD safe.
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STORAGE AND USE



PA 4535 CF FIL AMENT
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PROPERTIES

MECHANICAL PROPERTIES - DRY AS PRINTED1

Test Condition Typical Value Method

Tensile Modulus (MPa) XY coupons, Ambient 10600 ASTM D638, Type I

Tensile Elongation at Break (%) XY coupons, Ambient 2.9 ASTM D638, Type I

Ultimate Tensile Strength (MPa) XY coupons, Ambient 88.0 ASTM D638, Type I

Hngzwtcn"Oqfwnwu"*ORc+ XY coupons, Ambient 5420 ASTM D790

Hngzwtcn"Uvtgpivj"*ORc+ XY coupons, Ambient 118 ASTM D790

Hngzwtcn"Uvtckp"*'+ XY coupons, Ambient 4.3 ASTM D790

Izod Impact, Notched (J/m) XY coupons, Ambient 125 ASTM D256

Izod Impact, Un-notched (J/m) XY coupons, Ambient 525 ASTM D256




